
GLASS DOOR HARDWARE 

Glass doors have become increasingly popular in offi ce, 

commercial and residential common areas. Their popularity 

stems from their ability to open spaces and let in light 

while affording privacy, noise reduction and even security.
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629 - Polished Stainless Steel    630 - Satin Stainless Steel

INTEGRATED PATCH DOOR CLOSER

SELECTION GUIDE
MODEL
NUMBER

MAXIMUM DOOR 
THICKNESS

MAXIMUM DOOR 
WIDTH

MAXIMUM
DOOR WEIGHT

BACKCHECK HOLD OPEN FINISH

PF100DC 1/2
(13)

39
(1000)

220 lbs
(100 kg)

YES
NO

629, 630
PF100DCHO YES (90°)

± 4°

DOOR ADJUSTMENT

± 3/32 (2)

± 3/32 (2)

± 3/32
(2)

1/2
(12.7)

4 3/8
(111)

2 13/16
(71.5) 2 7/32

(56.4)

1 9/16
(40)

2 1/8
(54)

7 3/8
(187)

5/16 TO 1/2
(8-13)

6 29/32
(175.5)

DOOR CLOSER

FLOOR PIVOT

Hold Open MAX

Hold Open MAX

Door closer MAX

Door closer MAX

CLOSING SPEED

Latch speed
from 10°

90°

90°

150°

150°

10°

10°

CLOSING SPEED

CLOSING SPEED

PF100DC SERIES GLASS DOOR CLOSER

Dimensions unless specifi ed otherwise are: Inches (Millimeters)
Dimensions and illustrations for reference only

PF100DC

2

PF121 Typical parts 
required for 
frame-less 
glass door
installation 
(as shown)

PF120TP1

DOOR CLOSER

 » Non-handed
 » Single or double acting
 » Integrated in to surface-mounted lower patch fi tting
 » Hold open model available (DCHO)
 » 150° door opening 
 » 90° door opening for hold open model
 »  For frame-less tempered glass doors between 

5⁄1616" (8 mm) to 1⁄2" (13 mm) thick
 » High performance narrow design
 »  Adjustable closing and latching speed control
 » Integrated door position adjustment 
 »  Can operate in temperatures between 

-4°F (-20°C) to 122°F (+50°C)
 » Additional patch fi ttings sold separately
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6 3/8
(162)

2
(50)

PF150

6 3/8
(162)

2
(50)

PF110

TOP DOOR PATCH

TOP DOOR PATCH

BOTTOM DOOR PATCH

PF100 SERIES GLASS DOOR PATCH FITTINGS

PF120TP2
WALKING BEAM PIVOT

629 - Polished Stainless Steel    630 - Satin Stainless Steel

7 1/2
(190)

2 13/16
(70)

PF121
EXTENDED

6 3/8
(162)

2
(50)

PF120
REGULAR

PF120TP1
TOP PIVOT

PF110BP1
BOTTOM PIVOT

Dimensions unless specifi ed otherwise are: Inches (Millimeters)
Dimensions and illustrations for reference only

PF120

PF150

PF110

3

 »  For use with 30 SERIES concealed 
overhead door closer (see page 5)

PF121  »  Regular model (#PF120) recommended for use 
with #PF140 or #PF130 patch

 »  Extended model (#PF121) recommended for use 
with #PF100DC/DCHO door closer

 »  Can be used with bottom door pivot 
(#PF110BP1) or with 40 SERIES concealed 
fl oor closer (see page 6)
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PF165

TRANSOM CONNECTOR / DOOR STOP

4 9/16
(116)

2
(50)

PF130

WALL MOUNT TRANSOM PATCH

PF100 SERIES GLASS DOOR PATCH FITTINGS

629 - Polished Stainless Steel    630 - Satin Stainless Steel

6 3/8
(162)

2
(50)

 » Includes regular machine screws & anchors
 » Recommended top patch: #PF120

PF140

TRANSOM CORNER PATCH

4 5/32
(105)

8 7/16
(214)

2
(50)

2
(50)

PF160

TRANSOM CORNER STOP PATCH

4 3/16
(106)

4 3/16
(106)

2
(50)

2
(50)

Dimensions unless specifi ed otherwise are: Inches (Millimeters)
Dimensions and illustrations for reference only4

 » For use with glass transom & side panel 
 » Recommended top patch: #PF120

PF130

 » For use with glass transom & side panel
 » For single glass door applications

PF140

 » For use with single or double glass transom
 » For double glass door applications

PF160

PF165
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PF150

PF110

PF110BP1

Dimensions unless specifi ed otherwise are: Inches (Millimeters)
Dimensions and illustrations for reference only

30 SERIES

CONCEALED OVERHEAD DOOR CLOSER

3 11/16
(93.7)

11 5/8
(295)

SPEED CONTROL

21/32
(17)

30 SERIES CONCEALED DOOR CLOSER

 » Non-handed
 » Universal single or double acting
 » Concealed in header
 » Regular and heavy duty models available 
 » 90° or 105° door opening
 » Mechanical hold-open at 90° or 105°
 » Adjustable closing and latching speed control
 » Compact cast steel body
 » Regular fl oor mounted pivot included (*except for #31B)
 » All models include 17 mm spindle
 » ANSI/BHMA GRADE 1
 » Jackson compatible / interchangeable
 » Cover sold separately
 » Frame-less glass door patch fi ttings sold separately

Typical parts 
required for 
frame-less 
glass door
installation 
(as shown)

3010EL  Type “A” end loading arm for 1” (25.4 mm) deep web 

3010FS Anchor set (“D” clip pack)

3020DP Bottom pivot set (125 lbs / 56.8 kg max.)

PARTS & ACCESSORIES

3010FS 3020DP3010EL “A”

Included with 31 Model
Requires full width door patch

Included with 31 Model
Requires full width door patch

SELECTION GUIDE
MODEL
NUMBER

DESCRIPTION OPTION
MAXIMUM
DOOR SIZE

MAXIMUM 
DOOR WEIGHT

LBS (KG)

31 RD 90 Regular duty, 90º opening HO, NHO

42 x 96
(1067 x 2438)

130–185
(59–84)

31B RD 90 Regular duty, 90º opening, body only HO

31 RD 105 Regular duty, 105º opening HO, NHO

31B RD 105 Regular duty, 105º opening, body only HO, NHO

31 HD 105 Heavy-duty, 105º opening NHO 48 x 96
(1219 x 2438)

175–265
(79–120)

HO - Hold open    NHO - No hold open
5

DOOR CLOSER
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40 SERIES

CONCEALED FLOOR DOOR CLOSER

40 SERIES CONCEALED DOOR CLOSER

 » Non-handed
 » Universal single or double acting, center hung
 »  Concealed in fl oor
 » Regular and heavy duty models
 » 90º, 105º or 130º door opening
 » Mechanical hold-open at 90º, 105º
 » Adjustable closing and latching speed control
 » Cast steel body
 » Cover plate included (stainless steel fi nish)
 »  Supplied with robust zinc plated steel cast arm and

top pivot assembly (*except #40B)
 » Vertical, horizontal and lateral adjustments after installation
 » Jackson compatible/interchangeable
 » Frame-less glass door patch fi ttings sold separately

Dimensions unless specifi ed otherwise are: Inches (Millimeters)
Dimensions and illustrations for reference only

40CPC32D Cover plate; satin stainless steel finish (C32D)

40ESP-3 3 mm spindle extension (3 mm from floor)

40ESP-5 5 mm spindle extension (8 mm from floor)

40ESP-10 10 mm spindle extension (13 mm from floor)

40ESP-15 15 mm spindle extension (18 mm from floor)

PARTS & ACCESSORIES

SELECTION GUIDE
MODEL
NUMBER

DESCRIPTION OPTION
MAXIMUM
DOOR SIZE

MAXIMUM
DOOR WEIGHT

LBS / KG

40 RD 90 Regular duty, 90º opening HO

38 x 96
(965 x 2438)

225 / 100

40B RD 90 Regular duty, 90º opening, 3 mm replaceable spindle extension, body only HO-RS

40 RD 105 Regular duty, 105º opening HO

40 RD 130 Regular duty, 130º opening NHO

40B RD 130 Regular duty, 130º opening, 3 mm replaceable spindle extension, body only NHO-RS 38 x 96
(965 x 2438)

40 HD 90 Heavy duty, 90º opening HO

43 x 96
(1092 x 2438)

40 HD 105 Heavy duty, 105º opening HO, NHO

40 HD 130 Heavy duty, 130º opening NHO

HO - Hold open      NHO - No hold open      RS - Replaceable spindle

12 1/8
(308)

4 1/4
(108)

PF140

PF120

PF110

Typical parts 
required for 
frame-less 
glass door
installation 
(as shown)

PF160

6

DOOR CLOSER
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DOOR LOCKS & PULLS
7
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PATCH LOCKS

FLOOR DEADBOLT

PF SERIES GLASS DOOR LOCKS

PF210

PF180

 » Handed, fi eld reversible*
 » Entry function model with 5 pin KIK cylinder with Schlage “C” 
keyway and thumb-turn included (optional 6 pin KIK cylinder 
available)

 » Entry function model with profi le cylinder housing for 5-pin 
profi le cylinder (profi le cylinder sold separately)

 » Made of high strength zinc casting alloy and stainless steel covers
 » For glass doors 5⁄1616 – 1⁄2" (8–12.7 mm) thick
 » Different lever styles available
 » Patch fi tting strike or wood frame strike available (sold separately)
 » Mounting hardware and gaskets included

 » Floor bolt with 5/8" (16 mm) throw
 » Includes fl oor strike
 » Mounting hardware and gaskets included
 » Requires CBPT3131-SCKD profi le cylinder (sold separately)

*Handing conversion is possible only from:
» Left hand to Right hand (vice versa)
» Left hand reverse to Right hand reverse (vice versa)
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PF SERIES GLASS DOOR LOCKS

Dimensions unless specifi ed otherwise are: inches (millimeters)
Dimensions and illustrations for reference only

630 - Satin Stainless Steel

* 6 pin KIK cylinder available

Schlage "C" keyway with thumb-turn 
for LH or RH locks

Schlage "C" keyway with thumb-turn 
for LHR, RHR or PF180 locks

MODEL
NUMBER FUNCTION HANDING FINISH A B C D E UNIT WEIGHT

LBS / KG

PF210LH
Passage

Left

630

2 5/8
(67)

6 1/2
(165)

5 7/8
(150)

7/8
(22)

5/16
(8)

1.8 / 0.8

PF210RH Right 1.8 / 0.8

PF251LH

Entry
(5 pin KIK cylinder, Schlage 

“C” keyway included*)

Left hand (LH) 2.2 / 1.0

PF251RH Right hand (RH) 2.2 / 1.0

PF251LHR Left hand reverse (LHR) 2.2 / 1.0

PF251RHR Right hand reverse (RHR) 2.2 / 1.0

PF251PLH

Entry
(profi le cylinder sold 

separately)

Left hand (LH) 1.8 / 0.8

PF251PRH Right hand (RH) 1.8 / 0.8

PF251PLHR Left hand reverse (LHR) 1.8 / 0.8

PF251PRHR Right hand reverse (RHR) 1.8 / 0.8

PF200
Patch fi tting strike for 

glass side panel
N/A

2 5/8
(67)

3
(76)

2 3/8
(60)

7/8
(22)

5/16
(8) 0.7 / 0.3

PF180 Floor deadbolt
(profi le cylinder sold separately)

2
(50)

6 9/16
(166) N/A 1 4/16

(31) N/A 1.5 / 0.7

SIZE CHART & SELECTION GUIDE

PARTS & ACCESSORIES

PF200 PFL001-32D PFL018-32D CBPT1530-SCKD-15 CBPT3131-SCKD-15

PF180
FLOOR DEADBOLT

PF200
LOCK STRIKE

OUTSIDE

B

A

D

E

C

B

A

D

E

C

B

A

D

A

PF251LH
LEFT HAND

PF251LHR
RIGHT HAND REVERSE

INSIDE
B

C

E

D

9

Straight lever style
(sold in pairs)

Curved lever style
(sold in pairs)

Patch fitting strike 
for glass side panel
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MODEL
NUMBER

MATERIAL FINISH A B C D

19R12BB

Stainless
steel

630

11 3/16
(300)

1 3/8
(35)

17 3/4
(450)

3/4
(20)

19R16BB
15 3/4
(400)

21 5/8
(550)

19R24BB
21 5/8
(550)

27 9/16
(700)

19R12EB

Stainless
steel

630

12
(304.8)

3 
(76.2)

24
(609.6)

1 1/4
(32)

19R24EB
24

(609.6)
36

(914.4)

19R36EB
36

(914.4)
48

(1219.2)

19R48EB
48

(1219.2)
60

(1542)

19R60EB
60

(1542)
72

(1828.8)

19R72EB
72

(1828.8)
84

(2133.6)

19Q12EB

Stainless
steel

630

12
(304.8)

3 
(76.2)

24
(609.6)

1 1/4
(32)

19Q24EB
24

(609.6)
36

(914.4)

19Q36EB
36

(914.4)
48

(1219.2)

19Q48EB
48

(1219.2)
60

(1542)

19Q60EB
60

(1542)
72

(1828.8)

19Q72EB
72

(1828.8)
84

(2133.6)

Dimensions unless specifi ed otherwise are: inches (millimeters)
Dimensions and illustrations for reference only

 ø - Diameter    630 - Satin Stainless Steel

19R

19Q

»   Fits on glass, wood or metal doors, 
5⁄16 – 3" (8–76 mm) thick

»  Back-to-back mounting 
»  Available single pull mounting

»   Back-to-back mounting hardware included

LADDER TYPE DOOR PULL

D

A

B

C

20R

20T

OFFSET TYPE DOOR PULL

AD

B

C

F

E

DOOR PULLS

10

BB

EB

D

A

B

C

ø

ø

ø

MODEL
NUMBER 

MATERIAL FINISH A B C D E F

20R10EB

Stainless
steel

630

10
(254)

3 
(76.2)

4
(102)

11 1/4
(286)

1 1/4
(32)

N/A

20R24EB 24
(610)

25 1/4
(641)

20R36EB 36
(914)

37 1/4
(946)

20R48EB 48
(1219)

49 1/4
(1251)

20R60EB 60
(1542)

61 1/4
(1556)

20T10EB

Stainless
steel

630

10
(254)

3 
(76.2)

4
(102)

11 1/4
(286)

3/4
(19)

1 1/4
(32)

20T24EB 24
(610)

25 1/4
(641)

20T36EB 36
(914)

37 1/4
(946)

20T48EB 48
(1219)

49 1/4
(1251)

20T60EB 60
(1542)

61 1/4
(1556)

ø
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18R 18Q

MITERED TYPE DOOR PULL

18T

C

D E

B

A

MODEL 
NUMBER

MATERIAL FINISH A B C D E

18R12BB

Stainless Steel 630

11 3/16
(300)

1 3/8
(35)

12 5/8
(320)

3/4
(20)

N/A18R16BB
15 3/4
(400)

16 9/16
(420)

18R22BB
21 5/8
(550)

22 7/16
(570)

18R24EB

Stainless steel 630

24
(609.6)

3
(76.2)

25 1/4
(641)

1 1/4
(32)

N/A

18R36EB
36

(914.4)
37 1/4
(946)

18R48EB
48

(1219.2)
49 1/4
(1251)

18R60EB
60

(1542)
61 1/4
(1556)

18R72EB
72

(1828.8)
73 1/4
(1861)

18R84EB
84

(2133.6)
85 1/4
(2165)

18Q24EB

Stainless steel 630

24
(609.6)

3
(76.2)

25 1/4
(641)

1 1/4
(32)

1 1/4
(32)

18Q36EB
36

(914.4)
37 1/4
(946)

18Q48EB
48

(1219.2)
49 1/4
(1251)

18Q60EB
60

(1542)
61 1/4
(1556)

18Q72EB
72

(1828.8)
73 1/4
(1861)

18Q84EB
84

(2133.6)
85 1/4
(2165)

18T24FB

Stainless steel 630

24
(609.6)

3
(76.2)

25 1/4
(641)

1 1/2
(38.1)

1
(25.4)

18T36FB
36

(914.4)
37 1/4
(946)

18T48FB
48

(1219.2)
49 1/4
(1251)

18T60FB
60

(1542)
61 1/4
(1556)

18T72FB
72

(1828.8)
73 1/4
(1861)

18T84FB
84

(2133.6)
85 1/4
(2165)

18O24FB Stainless steel 630
23 5/8
(600)

1 1/2
(40)

25 3/16
(640)

3/4
(19)

1 1/2
(40)

Dimensions unless specifi ed otherwise are: inches (millimeters)
Dimensions and illustrations for reference only

630 - Satin Stainless Steel     ø - Diameter  

DOOR PULLS

11

BB

EB

18O

ø

ø

»   Fits on glass, wood or metal doors, 
5⁄16 – 3" (8–76 mm) thick

»  Back-to-back mounting 
»  Available single pull mounting

»   Back-to-back mounting hardware included
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